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1 INTRODUCTION
The radar (an acronym for radio detection and ranging) is an instrument developed just before
the WW-II to precisely measure the position of an object (target) in space. This is done by
emitting a narrow pulse of electromagnetic energy in the RF spectrum, receiving the return
echo and measuring the time of flight in the two-way path from the emitter to the target. The

propagation delay provides a measure of the range to the target, which is not in itself sufficient
to uniquely locate the position of the same in space. However, if a directional antenna is used,
the direction of the echo can be assessed by the antenna pointing angles . In this way the

position of the target can be uniquely determined in space. How well this can be done is a
function of the resolution of the measurements performed (range and direction, i.e.: angles); in
turn, the resolution will dictate the time and frequency requirements of the reference oscillator.

2 ANGULAR RESOLUTION
The angular resolution, A0, of an antenna is a fimction of its beamwidth and, in principle, for
an ideal antenna, is only limited by the laws of diffraction for an electromagnetic wave with a

wavelength •
X

A0[rad] = Z (1)

where L is the linear dimension of the collecting area of antenna orthogonal to the direction
of interest. For an antenna with a reflector, such as the ones used in radar, L is the linear
dimension of the reflector. For a circular reflector, A0 is the same for any angle being measured

(azimuth and elevation) since the linear dimensions are constant (L is the diameter) along
these directions.

For a microwave Real Aperture Radar (RAR) working at X-band (f = 10 GHz, _ = 0.03 m),
the angular resolution is primarily limited by the size of the antenna; for a 3 meter antenna, the
resolution of the angular measurements is roughly 0.510 -_- rad (0.29 degrees), where the value
of provided by eq. (1) has been halved, since the same antenna is used for transmission and
reception. At a range of 50 km this translates in a position inaccuracy of about 500 m, which
exceeds the ranging inaccuracy of most radars at the same distance. The large beamwidth
prevents the microwave radar from being used for imaging purposes if the antenna dimensions
are to be kept reasonable.
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3 INTERFEROMETRIC TECHNIQUES
To overcome this limitation without increasing the size of the antenna, an interferometric
configuration can be used instead, where two antennas arc receiving the same return echo
which is time-tagged with respect to the same time scale. This requires the use of the same
frequency reference in the radar receivers in order not to introduce uncalibrated differential
phase delays or of two frequency references coherent with each other. This arrangement is the
basis of all the intcrferometric techniques, both for Connected Elements Interfcrometry (CEI,
where the same local oscillator is fed to each element of the interferometric array) or fi)r the

Very Large Baseline Interferometry (VLBI, using separate coherent oscillators).

4 THE SYNTHETIC APERTURE RADAR
A different scheme was developed when engineers started to develop airborne radars for imaging

purposcs: the so-called Synthetic Aperture Radar, or SAR for short. In this scheme, the fact
that the airborne radar wits carried around by an aircraft was exploited, by considering that the
same antenna was occupying different positions in space at different times, therefore acting as
an array of spatially separated antenna of a large interferometer. These considerations apply
only to a stationary target (since the return signals from each of the "virtual" antennas are
taken at different times), but for surveying and imaging applications this technique works very
well.

When spaceborne radars became a reality, it was easy to translate the SAR concepts in space,
with the added adwmtage of a better stability, uniformity and predictability of the motion of
the antenna, since, being bound to an orbiting spacecraft, its position vs. time is precisely set

by the laws of the classical celestial mechanics.

In a SAR, the diffraction-limited resolution of a RAR can be improved with signal processing
techniques, for example by Doppler-beam sharpening, where use is made of the incremental
Doppler shift between adjacent points on the ground to increase the across-range resolution.

The Doppler effect can be written (Fig. 1) as:
fr_op_,__ 2v cos 0 (2)

f

where flJ,,_,vt is the Doppler shift (in Hz), f is the carrier frequency, v is the speed of the radar-
carrying platform (this may be an aircraft or a spacecraft), 0 is the angle between the velocity
vector v and the direction of observation, c is the speed of propagation of the electromagnetic
radiation and the factor 2 accounts h)r the two-way propagation. Since: A = (:/f, eq. (2) can
be rewritten as:

2v cos 0

f/_.vvl-- A (3)

By differentiation and neglecting the signs (ref. 1), we can derive the rate of change of the
Doppler shift its:

2v •sin 0A0
A f l_o_,pl- 0, (4)

Since the angular change A0 is related to the resolution /-_'_(see eq. (1) above):

zx0= --t Y (5)
/1,

eq. (4) becomes:
R.A

/¢'_'= 2v . sin 0 "Af_,)oppt (6)

If fD,,_,v_ is measured down to 10 Hz, considering 0 close to 90 degrees, the satellite velocity
being about 7 km/s and the range around 1000 km, then the Rv resolution drops to 21.5 m.
(See para. 7 for an easy deriwition of the satellite velocity in a circular orbit)
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5 RANGING ACCURACY
The ranging resolution A/¢ (and accuracy) for a pulse radar is essentially a function of how
well the round trip time of the transmitted pulse is measured:

Ar,_,xt_= c. -- (7)
2

where c is the speed of propagation of the electromagnetic wave and Ar is the rise time of the
received pulse. If the pulse is severely distorted by the propagation effects or by the reflection
from the target, then it is better to consider Ar as the full width of the transmitted (received)
pulse. For a depression angle 0 in the ZX plane, the resolution R._. along the x-axis (Fig. 1)
becomes:

Ar
A h' = c. - f_':, (8)

2 cos 0

6 RANGING ACCURACY IN NOISE
From the information theory, for a signal affected by noise, it has been shown (ref. 4) that
the accuracy of a time interval estimate is related to two parameters: the signal to noise ratio
of the received signal (S/N) and the associated bandwidth BW (see ref. 2, page 5, and ref. 3,

page 8): 1 2/3

_(t) = ,_. _/f¢_;_,,dt_o= _ (9)

where I¢,, is the ratio of the peak signal to noise power and ,:_=/g[2] is the normalized second

moment of the signal energy spectrum:

f_ ]F_]2 [A(f)] 2• ,_, L e,, j .,It ='J'_°_(27rf)2" .dr (10)

;::_[2}: f,_.,¢ ["(t)] e . '/f J'T_ [A(f)]=' . df

and is a measure of the signal bandwidth. The larger the bandwidth, the better the determination
of the time interval that can be obtained from the measurement.

7 TIME AND FREQUENCY REQUIREMENTS FOR A SPACE-

BORNE SAR RADAR
Spaceborne imaging radars are especially useful because of the characteristics of the electromag-
netic portion of the spectrum in which they operatelll: the atmosphere is a strongly absorbing
medium in the visible and infrared region, especially in overcast or rainy weather, when visible
or infrared detectors cannot operate. By providing their own source of radiation, radars can

operate at night and penetrate the atmosphere with a smaller attenuation than optical sensors,
thereby providing an all-weather imaging capability, even if they are not capable of the same
detailed image resolution that can be provided by optical sensors.

The most interesting and diffused active microwave instruments are the Radar Altimeters (RAs)
and the Synthetic Aperture Radar (SAR). In the near tim, re, other instruments such as the Rain
Observation Radar and the Ch)ud Radar will be developed and launched. The RA generates

three measurements: (1) the height of the spacecraft over the Earth surface, (2) the sea waves
standard deviation, (3) the wind speed at the sea surface based on reflectivity measurements.
The RAs are nadir-looking instruments, generally operating at Ku-band (13.5-13.8 GHz),
transmitting a linearly modulated (chirp) pulse with a typical bandwidth of 320 MHz. The
transmitted power varies between 5 and 70 W, depending on the design and the application.
The footprint is in the order of 15-20 km with an antenna of 1 m diameter. The interesting
characteristic is that this instrument is maintained in operation along all the orbit (altitude:
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500 - 1200 km), irrespectively of whether it is designed to track all the globe surface or the
oceans only.

The SAR instruments are coherent radars which use the motion of the spacecraft to generate
the synthetic aperture to increase the azimuth resolution and produce 2-dimensional images
of the Earth surface. Spaceborne SARs are operating in the following bands: L, S, C, X, Ku;
the transmitted pulses have bandwidths ranging from a few kHz to 300 MHz. The access area
on the ground may vary from 50 km to more than 500 km in the more powerful SARs using
steerable antenna beams. The transmitted peak power from a SAR can reach the 3-5 kW with
antennas as large as 30 m _.

The geometry of RA and SAR electromagnetic illumination of the Earth surface during a
typical mission is shown in Fig. I, where the parameters of interest (access area, swath, height,
etc.) are clearly identified. (The swath angle is equivalent to the instantaneous field of view for
an optical instruments, defining the size of the image taken by the SAR; however, because of
the peculiar technique used by SARs, the swath angle refers only to the across-track dimension
of the image.) When we consider a satellite orbiting the Earth at about h = 1000 km of height
in a near circular, polar orbit, which is the typical orbit for a remote sensing SAR satellite, the
linear velocity lin km/s] of the satellite in the orbit is/given by:

C R (11)'_,= 7.9 • R + h

and can be computed to be about 7 km/s, assuming for R (Earth radius) an average value of
6370 km. The orbital period P lin minutes] can be computed as:

It 3I' = s4.4. (1 + 02)

and comes out to be around 100-105 minutes for the previous parameters. On the st,bsatellite
track, the SAR image moves at a linear velocity of about 6.35 km/s. If the image is to be located
with a maximum error of 400 m, then the timing accuracy reqt, ired to precisely correlate such an

image to its position on the subtrack is only 63 ms. An overall synchronization accuracy of 5 to
10 ms seems more than justified to satisfy this requirement. However, if the single pixel of the

image is to be correlated with its position on the subtrack, since the pixel corresponds roughly
to the resolution cell of the SAR (a few meters), then the timing accuracy increases to 0.4 ms,
and an overall synchronization accuracy in the range of 50 to 100 izs must be achieved. This is
generally beyond the capability of the bandwidth and delay stability of the command/telemetry
data links, unless use is made of the wide bandwidth data link relaying back to Earth the data
acquired by the spaceborne SAR.

The positioning and timing requirements can be easily satisfied with an onboard GPS receiver,

but for the sake of providing a complete autonomy to the system, especially desirable if the
SAR is used for national security purposes, we have investigated other possibilities to provide
such a synchronization. As we are going to show thereafter, one interesting possibility can
be provided by the use of the pulses of SAR itself; the possibility is interesting since, besides
providing the desired accuracy in the synchronization of the onboard clock, the technique may
have other interesting spinoffs.

Frequency accuracy and stability requirements are dictated mainly by the specified resolution of
the SAR measurements. To perform good ranging measurements [see eq. (7)], it is important
that the onboard frequency reference is stable (a few parts in 10 -_) and accurate for the full
duration of the mission (2-3 years typical). Again, a measure of the frequency of the onboard
oscillator can be easily derived in terms of time offset measurements (synchronization), if these
are taken and recorded over a sufficient interval of time. Furthermore, the short term stability
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of theon-board oscillatorshouldbegood,to insurea lowjitter in the transmissionof the pulse
and receptionof the echo (this can be degradedby the phasenoise of the local oscillator),
therebyinsuringa good precisionin the round-trip time interval measurement.

Frequencystability requirementsare dictated mainly by eq. (5). Since frequencyand time
stability areequivalent:

A__/_y= : acA t (13)
Y

the short term stability of the oscillator over the round trip time interval (around 7 ms for a

1000 km range) must be capable of allowing the measurement of the rate of change of the
Doppler shift: for a 10 Hz frequency resolution at X-band, this turns out to be around 1.10 -9
at a sampling time r= 7 ms. The characteristics of radar frequency sources used on operational
spaceborne SARs designed by Alenia Spazio are listed in Table 1.

S RANGING RESOLUTION (2-WAY) VERSUS TIMING CA-

PABILITY (1-WAY)
In order to evaluate the potential of the radar signal to transfer precise time, we must look
again at the SAR specifications; for the SAR that we are considering the specified ranging
accuracy is in the order of 3 to 10 meters: this translates to one-way time delay accuracies
in the order of 20 to 60 ns worst case, since these figures can be further reduced by the

consideration that they apply to a two-way measurement, and that for a one-way trip the signal
to noise ratio is much, much better (since the RF power decreases as the square of the range

and not with the fourth power, and the loss due to the target reflection [effective radar cross

section[ can be totally neglected).

Table 2 shows a comparison between the SAR and the well known GPS system; the comparison
applies to several parameters relevant to the one-way time-transfer acct, racy. Even if a ft,ll
assessment of the capabilities of the SAR technique for time transfer has not yet been completed,
nevertheless a quick inspection of the table 2 with reference to eq. (8) shows the potential of

the technique.

Obviously, the well known limitations of the one-way technique (propagation delays) still apply,
and they remain the main factor in determining the overall timing accuracy of the technique,
presently limited by our knowledge of the troposphere and ionosphere behavior (propagation
models); dual frequency operation (on new RAs) certainly will improve the ionospheric delay
uncertainty by a direct measurement of the ionospheric delay.

9 PULSED AND CHIRPED RADARS
Early radars used pulses of RF energy for ranging purposes. While pulsed radars represent
the easiest and historically older approach to range determination, since a pulse with a sharp
rise time seems an ideal waveform because of its wide bandwidth, yet they suffer from other

limitations. Multiple returns or widening of the pulse waveform because of the dispersive
characteristics of the medium severely distort a narrow pulse; widening the pulse decreases

the accuracy of the measurement. Moreover, the narrow RF pulses make inefficient use of
the power available at the transmitter and of the bandwidth of the communication channel,
providing a poor RF power density in the frequency domain over the spectrum of interest (the
bandwidth BW of the transmitted pulse).

In general, the performance of narrow pulses as a time mark for ranging or synchronization

purposes is poor with respect to other systems such as spread-spectrum (SS-PRN: Spread
Spectrum Pseudo Random Noise) modulation techniques, nowadays widely used for the above
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mentionedpurposes.However,the latter method is complicatedto implement,requirescode
synchronizationto be acquiredand maintained,and for these reasonsis not well suited for
ranging uncooperativetargets,where the S/N ratio can be low, severelylimiting the code
trackingcapabilityfor SS-PRNsystems.

Radartechnologyhasdevelopedanothertechniqueto overcomesomeof thepreviouslimitations
while makingefficientuseof the bandwidthavailable.(This technologyis not limited to radars
only, but it hasbeen applied also to sonar rangingor to optical (laser) pulsecompression.)
This makesuseof the compressionof a wide pulse in the time domainexploitingthe peculiar
frequencydomaincharacteristicsof the pulseitself. The pulsecanbecompressedusinganalog
(frequencymodulation)or digital (Barker codes)methods. The pulse is coded in transmission
and compressed when received using properly matched filters. Consider a transmitted pulse of
duration _-, linearly frequency modt, lated from f_ to f_ at a rate of

f2 - f, (14)
T

(see Fig. 2). The received signal is fed to a frequency- dependent delay line, so that the
low frequency portion of the spectrum (which is received first in the case shown in Fig. 3) is
delayed of a greater amount than the higher frequency components (that are received later).
Hence, at the output of the delay line all the components appear at the same time, effectively
compressing the RF energy of the pulse in a very narrow interval in the time domain.

The final output is equivalent to a very narrow pulse even if the transmitted, reflected and
received waveforms are of considerable duration in the time domain. For the conservation of

the pulse energy, the amplitude of the compressed pulse will be higher than the amplitude of
the received pulse. This pulse will have a sinx/x characteristic, with a maximum value of v/D
where D is defined as the dispersion factor, and is equal _"(f2-f_). The compression ratio K,_
is the ratio of the transmitted pulse width to the compressed pulse _-t:

7-

7-I

Therefore, a one microsecond pulse with K_ = 100 yields a compressed output pulse of 10
ns, with a range resolution capability of 1.5 m. A modern spaceborne SAR may work with
higher wdues of K_: typically, a 100 Is pulse will offer the same level of performance with
K,, = 100000, the main limitations being the capability to linearly modulate the transmitted
pulse with minimum deviation from linearity, the phase delay flatness of the receiver and the
linearity of the receiving delay line.

10 TIMING USE OF THE CHIRPED PULSE
The most common techniques to synthesize digitally a waveform inch, de methods where samples
of the waveform are precomputed and stored (typically in RAM), or where the values of circular
fimctions (sine, cosine) are stored in memory (look-up table). The second approach offers
many advantages: a signal wider bandwidth and higher center frequency, a reduction in the
hardware complexity if different waveforms have to be generated, etc. The key element is the
Numerical Controlled Oscillator (NCO) which, under external control, generates time-discrete

sinusoidal samples (see Fig. 4). With an NCO-approach to the chirped pulse generation, the
waveform can be modulated easily in amplitude (again, using a digital control or in analog form
by acting on the reference voltage of the Digital-to-Analog Converter IDAC, see Fig. 4]),
frequency or phase. Phase modulation, for example, will not disturb the frequency characteristic
of the chirped pulse, while providing a mean to convey data superimposed to the RF carrier
within the pulse width.

Working with a 100 l_s pulse at X band will provide a considerable time interval and bandwidth
(_ 300 MHz) to superimpose data to the RF carrier in the pulse, using a suitable modulation
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method. For instance,the data can be modulatedin amplitude, frequencyor phaseon the
chirped pt,lse, and recoveredon receptionprior the pulse compression. Alternatively, the
synchronizationdatacanbe transmittedin dedicatedpulseswithin the radar PulseRepetition
Period,without modifyingthe normallytransmittedpulse.

If the informationbeingcodedincludesthe spacecraftpositionand time of transmission,then
all the elementsrequired to a one-waysynchronizationare present, and the pulse can be
readilyexploitedfor this pt,rpose.The positionof the spacecraftcanbe directlygivenin terms
of its X, Y and Z coordinatesin a suitablereferencesystem;thesecan be provided by the
onboardorbit processoror by a GPS receiver,if available.Alternatively, the spacecraftorbit
elementscanbe transmitted,and the spacecraftpositionat the time of transmissioncomputed
on the ground. However,it is likely that future SAR spacecraftwill computetheir position
with high accuracyin orbit, therefore the X, Y, Z coordinateswill be directly availablefor
transmission,minimizing the complexityof the grot,nd equipment. The spacecraftlocal time
scalewill provide the time of transmissionwith adequateresolution,and this in turn can be
referencedto UTC on the groundvia the samesynchronizationtechnique.

11 SYNCHRONIZATION VIA THE CHIRPED PULSE
The simplicity of the grotmd receiver, the high level of the receivable signal and its associated
good S/N ratio make the method extremely attractive for very low cost synchronization and
time dissemination. The user on the grotmd needs only to receive the transmitted pulses when

the spacecraft orbits overhead. Since the level of the received pulse can be very high, the RF
part of the receiver can be simple. The high frequency t, sed limits the effects of the ionospheric
delay and the tropospheric delay can be modeled or minimized t,sing signals only when the
satellite is at high elevation.

In the receiver, the received signal is split in two (see Fig. 5): one part is fed to the

freqt, ency-dependent delay line for pulse compression and range measurement; the other is
fed to dedicated circuitry to extract the data coded on the pulse (spacecraft position and time
of transmission message): these are used to recover the range information and, knowing the

receiver position, to compute the synchronization offset.

If the user position is unknown, the system will allow some capability to precisely locate the
user itself, with a method based on successive range mcast, rements from the same satellite, as
the satellite moves across in the sky in its orbit: this is exactly what was intended when the
U.S. Navy TIMATION project wits started many years ago. But navigation or positioning is

not the purpose of the technique, however.

Since the synchronization result is jr,st the offset between a ground clock and the spacecraft clock,
the method can be inverted to obtain just what we were aiming for: a precise synchronization

of the spacecraft clock to a grotmd reference (namely UTC) and a strict correlation of time

and position of the spacecraft.

12 SAR SPACECRAFT PASSIVE RANGING
Reversing the concept, we can use a limited array of ground antennas (3 to 4) in an interfero-
metric configuration (CEI) to track the spacecraft itself with very high accuracy, providing the
results of the orbit para,neters determination to the onboard orbit processor via the command
uplink. Four simultaneous ranges to four separate antennas whose location is known will pro-
vide the spacecraft position and the time offset of the onboard clock with respect to the ground
references. In this way, the operation of the SAR satellite will be completely autonomous and
independent of other navigation systems.
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13 GEODETIC APPLICATIONS FOR THE PROPOSED SYS-

TEM
The system is capable of some interesting applications in other fields, notably in geodesy for
crustal dynamics monitoring. Slight movements of the Earth crust can be precisely measured
by an array of receivers tracking the orbiting SAR spacecraft. The low cost of the receivers
and the high precision ranging and timing capability of the system make the technique suitable
to implement large arrays over wide areas at reasonable cost. We have considered also the
fact that, being a SAR satellite (usually on Earth observation satellite) in or near a highly
inclined polar orbit, the system provides good coverage also of the polar regions, where the
GPS satellites visibility is impaired by the GPS orbit inclination.

14 CONCLUSIONS
Spaceborne remote sensing Altimeters and Synthetic Aperture Radars (SARs) require a highly
stable oscillator onboard and good synchronization for return echoes identification and SAR data
processing. Therefore, one of the requirements in designing their onboard timing subsystem
is to provide a precise synchronization to some ground reference, namely UTC, in order to
precisely correlate the pulse time to the spacecraft position.

While this can be provided via the Navstar Global Positioning System (GPS), the capability exist
to have an independent mean of synchronization using the transmitted radar pulse as a precise
timing reference mark. The large bandwidth and extremely good signal to noise (S/N) ratio of
the pulse received on the ground makes this approach extremely appealing for high-accuracy
one-way time dissemination and synchronization.

The technique provides additional benefits, besides synchronization, in supporting the mission
of the spacecraft. In fact, a small network of 3 to 4 ground receivers, operating as a Connected
Elements lnterferometer, may provide high accuracy tracking and position determination of

the spacecraft for ranging and orbit determination by receiving and processing the same coded
pulses. While synchronization and orbit determination can be supplied by an onboard GPS
receiver, the proposed technique provides a high precision solution, in principle independent
from GPS, to synchronize ground systems to the onboard clock and vice versa, extending
the range of applications and possible users for the spacecraft and its instruments. The

implementation is extremely attractive because of the low cost, since all the required components
for the synchronization/ranging link are already available, but for the coding of the transmitted

pulses.

In this paper we have presented a preliminary description and analysis of the potential of the
technique to provide an alternative source of high precision timing to demanding users and
a survey of the possible applications. Work is now in progress towards a fidl feasibility study
aimed to evaluate the possibility to implement this concept on an advanced spaceborne SAR
sensor being proposed by Alenia Spazio.
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TABLE 1: Examples of SAR reference oscillators characteristics

ERS-I R CASSINI

Parameter (STALO) radar X-SAR ASAR

Frequency*lGHz] 7.35 12.96 8.415

Aging +2[ppm/2yrs] 4-0.2[ppln_r] +Tlppm/yr]

Temperature drift[ppm/T] +20/45°( ` +0.4/55°C + 10/50 °C

Power level [dBin] 1 11 0

Harmonics [dBc] < -50 < -50 < -60

Spurious [dBc] < -60 < -60 < -60

Initial accuracy, 4-1 4-0.02 + 1

Frequency [ppm]

Short term stability 5.3 x 10-la

T=ls

Phase noise [dBc/Hz] # < -105 (f=l kHz) < -85 (f=l kHz) < -95 (f=300 Hz)

5.331

+1 [ppm/4yrs]

4-4-0.001

[ppm/l OOminutes I

4-0.041500( `

3

< -60

< -60

4-1

2x 10 II

T = 7.5 ms

*RF carrier frequency [transmission frequency]

#f= Fourier frequency
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TABLE 2: Comparison of parameters relevant to the one-way

synchronization between GPS and a SAR system

Parameter GPS SAR Comments

RF Carrier L.2, 1.5 GHz 10 (.;Hz 8

RF Bandwidth + 10 MHz _ 300 Mltz

RF Power _ 10 W _ 1+5 kW

tleight 20000 kin 1000 km

Modulation Spreadspectrum ('hirped pulse

()rbit Inclined Polar

Availability ('ontinuous About 4-- 6 passes

per clay

Ionospheric delays are smaller for higher RF carrier

frequencies

Available Bandwidth*

Determines the (peak) S/N on reception*

Determines the S/N oll reception*

GPS modulation is more efficient in making maximuln

use of available bandwidth and link power budget

Coverage of polar regions for geodesy purposes is

possible with the SAR concept

SAR in polar orbit does not provide a continuous

coverage

'See eq. (8)

_Thc sample figure refers to an X-band SAR
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FIGURE I:SAR Concepts
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FIGURE 2:Transmitted waveform of a linear FM pulse (chirp)
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FIGURE 4:Digital Chirp Generator (DOG) block diagram
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FIGURE 5:Ground Timing Receiver block diagram
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